CASTRA

APLIKLER
WALL LAMPS

Kullanim Alanlari / Areas Of Usage

- Park / Park

- Bahce / Garden

- Otel / Hotel

- Hastane / Hospital

- Okul / School

- Konut / Building

- AVM / Shopping Center

CASTRA

Ek Ozellikler / Additional Features

- Farkl Ral Secenekleri / Ral Options
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Teknik Cizim / Technical Drawing

2108
i Uriin Kodu Giig Tiiketimi Olgiiler Agirik
Model No Power Con. Dimensions Weight
(w) (@xH)mm (Kg)
N BLD.488.020 2xGU10 108*270 1.45
|‘T’1
TEKNIK OZELLIKLER / TECHNICAL FEATURES
Goévde / Body Optik / Optic
Elektrostatik Polyester Boyali Aliminyum Gévde Temperli Cam
Electostatic Polyester Coated Aluminum Body Tempered Glass
Isik Kaynag / Light Source Girig Gerilimi / Input Voltage
GU-10 DUY / GU-10 Lampholder 220-240 VAC 50-60HZ
IP Sinifi Govde Renk Kodu Garanti Suresi Calisma Sicakhgi
IP Class Ral Code Warranty Time Operating Temp.
IP 65 7016 2Vl /2 Years -25°C ~ +50 °C
Teknik Cizim / Technical Drawing
- 70 mm N
Uriin Kodu Giig Tiiketimi Olgiiler Agirik
Model No Power Con. Dimensions Weight
: (W) (@xH)mm (Kg)
= BLD.1600 2xGU10 70%90*170 1.45
90 mm
Goévde / Body Optik / Optic

Elektrostatik Polyester Boyali Aliminyum Gévde
Electostatic Polyester Coated Aluminum Body

Isik Kaynad / Light Source

2 X GU-10 DUY / 2 x GU-10 Lampholder

IP Sinifi Govde Renk Kodu
IP Class Ral Code
IP 65 7016

Temperli Cam
Tempered Glass

Girig Gerilimi / Input Voltage

220-240 VAC 50-60HZ

Garanti Suresi
Warranty Time

Calisma Sicakligi
Operating Temp.

2Yil/ 2 Years -25°C ~ +50 °C

@ BLACK LIGHT




